
PJ10-40  Hydra Low Profile Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

LP10-40 Hydra-Jack

CorelDraw-LP10-40.cdr

38

70

89

IN-PUT
COUPLING

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

100 Kns
40 mm
700 Bar
0.10 Lts
 2.5 Kgs



LP20-44  Hydra Low Profile Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

LP20-44 Hydra-Jack

CorelDraw-LP20-44.cdr

51

92

 99

IN-PUT
COUPLING

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

200 Kns
44 mm
700 Bar
0.28 Lts
 5.1 Kgs



LP30-62  Hydra Low Profile Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

LP30-64 Hydra-Jack

CorelDraw-LP30-64.cdr

64

102

 117

IN-PUT
COUPLING

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

300 Kns
62 mm
700 Bar
0.33 Lts
 6.8 Kgs



LP45-60  Hydra Low Profile Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

LP45-60 Hydra-Jack

CorelDraw-LP45-60.cdr

64

102

 117

IN-PUT
COUPLING

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

450 Kns
60 mm
700 Bar
0.42 Lts
 9.9 Kgs



LP90-57  Hydra Low Profile Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

LP90-57 Hydra-Jack

CorelDraw-LP50-57.cdr

90

165

 141

IN-PUT
COUPLING

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

900 Kns
57 mm
700 Bar
0.71 Lts
20.6 Kgs


