
SA15-150 Single-Acting / Plain Ram
Hydraulic Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

SA15-150 Hydra-Jack

CorelDrawSA15-150.cdr

70

270mm
to

422mm

Input
Coupling

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

150 kNs
150  mm
700 Bar

 0.77 Lts
7.90  Kgs

38

Plain Ram Single Acting



SA25-356 (25T) Single-Acting / Plain Ram

Hydraulic Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

SA25-356 Hydra-Jack

CorelDrawSA25-356.cdr

85

838
 to
476

Input
Coupling

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

250 kNs
356 mm
700 Bar

 0.97 Lts
17.80 Kgs

50

Plain Ram Single Acting



SA30-210 Single-Acting / Plain Ram
Hydraulic Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

SA30-210 Hydra-Jack

CorelDrawSA30-210.cdr

102

387mm
to

599mm

Input
Coupling

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

300 kNs
210  mm
700 Bar

 6.11 Lts
19.3 Kgs

50

Plain Ram Single Acting



SA100-260 Single-Acting / Plain Ram
Hydraulic Jack

HEAVY  DUTY  JACKING  SYSTEMS

HYDRA - CAPSULE

DESCRIPTION:

DRAWING  No.

SA100-260 Hydra-Jack

CorelDrawSA100-260.cdr

177

450mm
to

710mm

Input
Coupling

Maximum Capacity:
Maximum Stroke:
Maximum Pressure:
Fluid Requirement:
Jack Weight :

1000 kNs
260  mm
700 Bar

 24.1 Lts
73.4 Kgs

70

Plain Ram Single Acting


